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Technical data ELG 3- 0090 0150 0210 0330 0210 0330 0450 0570 0690

Connection diagram
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M12, 4-pin M12, 4-pin

ELG S3-xxxxD511 ELG E3-xxxxP511

Sender Receiver

Beam spacing 1.2 in (30 mm)

Detection height See selection table p1038

Number of beams See selection table p1038

Sensing range 0…6.6 ft (0…2 m)

Multiple scan 3 x (reduced MDO)

Synchronization Optical synchronization

Light source LED, infrared light

Voltage supply Vs
1) 15…30 V DC

Residual ripple < 10 % within Vs tolerance

Current consumption Sender < 100 mA

Current consumption Receiver 2) < 100 mA

Connection M12 plug, 4-pin

Switch output 2 x PNP output 3): Q– and Q

Operating mode Q: dark-/Q
–

: light-switching

Output current IA max. 100 mA

Output load Capacitive load: 100 nF/output

Inductive load: 1H/output

Response time 4) Max. 50 ms

Initialization duration Max. 300 ms

High immunity against ambient light 150,000 Ix (sunlight)

VDE protection class III

Circuit protection 5) A, B, C

Enclosure rating IP 65

Ambient temperature Operation -13…131° F (–25…+55° C)

Storage -40…158° F (–40…+70° C)

Mechanical resistance Vibration: 5 g; 10-55/s – IEC 68-2-6

Shock: 10 g; 16 ms – IEC 68-2-29

Weight 6) Approx. 350…1700 g

Material Aluminum anodized

1) Limit values
2) Without load at Vs = 24 V
3) NPN also available
4) With resistive load

5) A = Vs connection, reverse polarity 
protected

B = Outputs short-circuit 
protected

C = Interference pulse suppression

6) 350 g for 90 mm detection height,
increase 160 g per 100 mm
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HighlightsLight Grid Sensors

ELG Dimensional drawing

ELG Long Range

0…39 ft (0…12 m)

sensing range

• Wide range of options

• High sunlight immunity

• Optical synchronization

• Compact housing

• Beam spacing 30 mm/60 mm

• Manual sensitivity adjustment

Optical performance
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7) MDO: minimum detectable object for
non-moving objects, measured in a
direction parallel to ELG

8) Only ELG 3-xxxxP523/ELG 6-xxxxP523
with multiple scan

Beam spacing Detection height MDO: minimum detectable object 7)

in front of ELG S or ELG E at mid-point between ELG S and ELG E

30 mm 210...1890 mm 35 mm 35 mm 25 mm8)

60 mm 900...2460 mm 65 mm 65 mm 35 mm8)

Detection height (see next page)

Beam spacing ELG 3: 30 mm/ELG 6: 60 mm

Status indicator (ELG E)/Power on (ELG S)

Sensitivity adjustment

M12 plugs, 4-pin5
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dimensions in mm

Accessories page

Cables and connectors 1180

Mounting systems 1234
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Technical data ELG  X- 0450 0570 0690 0930 1050 1410 1650 1890 2070 2370

ELG S6-xxxxD521 ELG E6-xxxxP521
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M12, 4-pin M12, 4-pin

ELG S3-xxxxD521 ELG E3-xxxxP521

Sender Receiver

Connection diagram

Beam spacing See selection table p1038

Detection height See selection table p1038

Number of beams See selection table p1038

Sensing range 0…39 ft (0…12 m)

Synchronization Optical synchronization

Light source LED, infrared light

Voltage supply Vs
1) 15…30 V DC

Residual ripple < 10 % within Vs tolerance

Current consumption Sender < 100 mA

Current consumption Receiver 2) < 100 mA

Connection M12 plug, 4-pin (cable optional)

Switch output 3) 2 x PNP output: Q– and Q

Operating mode Q: dark-/Q
–

: light-switching

Output current IA max. 100 mA

Output load Capacitive load: 100 nF/output

Inductive load: 1H/output

Response time 4) Max. 100 ms

Initialization duration Max. 300 ms

High immunity against ambient light 150,000 Ix (sunlight)

VDE protection class III

Circuit protection 5) A, B, C

Enclosure rating IP 65

Ambient temperature Operation -13…131° F (–25…+55° C)

Storage -40…158° F (–40…+70° C)

Mechanical resistance Vibration: 5 g; 10-55/s – IEC 68-2-6

Shock: 10 g; 16 ms – IEC 68-2-29

Weight 6) Approx. 950…3300 g

Material Aluminum anodized

1) Limit values
2) Without load at Vs = 24 V
3) NPN also available
4) With resistive load

5) A = Vs connection, reverse polarity 
protected

B = Outputs short-circuit 
protected

C = Interference pulse suppression

6) 950 g for 450 mm detection height,
increase 160 g per 100 mm
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No. of beams

4

6

8

12

8

12

16

20

24

32

Height

90 mm

150 mm

210 mm

330 mm

210 mm

330 mm

450 mm

570 mm

690 mm

930 mm

Interface/Multiple scan

PNP, 1 x Q
–

, 1 x Q, 1 Test input, 3 x multiple scan

PNP, 1 x Q
–

, 1 x Q, 1 Test input, 3 x multiple scan

PNP, 1 x Q
–

, 1 x Q, 1 Test input, 3 x multiple scan

PNP, 1 x Q
–

, 1 x Q, 1 Test input, 3 x multiple scan

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

Type

ELG 3-0090P513

ELG 3-0150P513

ELG 3-0210P513

ELG 3-0330P513

ELG 3-0210P511

ELG 3-0330P511

ELG 3-0450P511

ELG 3-0570P511

ELG 3-0690P511

ELG 3-0930P511

Part no.

1 025 443

1 025 578

1 025 438

1 025 576

1 025 510

1 025 575

1 025 490

1 025 501

1 025 499

1 025 492

No. of beams

8

16

24

28

32

36

40

48

56

64

70

70

80

8

16

24

32

40

48

56

64

Height

210 mm

450 mm

690 mm

810 mm

930 mm

1050 mm

1170 mm

1410 mm

1650 mm

1890 mm

2070 mm

2070 mm

2370 mm

210 mm

450 mm

690 mm

930 mm

1170 mm

1410 mm

1650 mm

1890 mm

Interface/Multiple scan

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input, 3 x multiple scan

PNP, 1 x Q
–

, 1 x Q, 1 Test input

NPN, 1 x Q
–

, 1 x Q, 1 Test input

NPN, 1 x Q
–

, 1 x Q, 1 Test input

NPN, 1 x Q
–

, 1 x Q, 1 Test input

NPN, 1 x Q
–

, 1 x Q, 1 Test input

NPN, 1 x Q
–

, 1 x Q, 1 Test input

NPN, 1 x Q
–

, 1 x Q, 1 Test input

NPN, 1 x Q
–

, 1 x Q, 1 Test input

NPN, 1 x Q
–

, 1 x Q, 1 Test input

Type

ELG 3-0210P521

ELG 3-0450P521

ELG 3-0690P521

ELG 3-0810P521

ELG 3-0930P521

ELG 3-1050P521

ELG 3-1170P521

ELG 3-1410P521

ELG 3-1650P521

ELG 3-1890P521

ELG 3-2070P521

ELG 3-2070P523

ELG 3-2370P521

ELG 3-0210N521

ELG 3-0450N521

ELG 3-0690N521

ELG 3-0930N521

ELG 3-1170N521

ELG 3-1410N521

ELG 3-1650N521

ELG 3-1890N521

Part no.

1 025 574

1 025 440

1 025 568

1 025 577

1 025 511

1 025 570

1 025 579

1 025 502

1 025 503

1 025 504

1 025 505

1 025 572

1 025 573

1 025 613

1 025 614

1 025 615

1 025 616

1 025 617

1 025 618

1 025 620

1 025 621

No. of beams

16

19

24

24

32

32

35

40

42

Height

900 mm

1080 mm

1380 mm

1380 mm

1860 mm

1860 mm

2040 mm

2340 mm

2460 mm

Interface/Multiple scan

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input, 3 x multiple scan

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input, 3 x multiple scan

PNP, 1 x Q
–

, 1 x Q, 1 Test input, 3 x multiple scan

PNP, 1 x Q
–

, 1 x Q, 1 Test input

PNP, 1 x Q
–

, 1 x Q, 1 Test input, 3 x multiple scan

Type

ELG 6-0900P521

ELG 6-1080P521

ELG 6-1380P521

ELG 6-1380P523

ELG 6-1860P521

ELG 6-1860P523

ELG 6-2040P523

ELG 6-2340P521

ELG 6-2460P523

Part no.

1 025 447

1 025 586

1 025 587

1 025 588

1 025 589

1 025 593

1 025 594

1 025 596

1 024 293

Selection table/Order information *)

ELG short range, range = 0…2 m/beam spacing 30 mm

ELG long range, range = 0…12 m/beam spacing 30 mm

ELG long range, range = 0…12 m/beam spacing 60 mm

*) Additional options on request, minimum order: 20 systems
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