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Technical data ISD-

-1112 -1122 -1112 -1122

Sensing range 0.7…590.6 ft (0.2…180 m)

0.7…492.1 ft (0.2…150 m)

Light source Infrared diode 

Carrier frequency 4 MHz ± 0.5 MHz/11 MHz ± 0.75 MHz

Transmit/receive angle Approx. ± 4° / approx. ± 0.8°

Light spot diameter Approx. 2.3 ft at 164 ft (0.7 m at 50 m) 

Approx. 4.6 ft at 328 ft (1.4 m at 100 m) 

Data transfer rate Max. 0.5 MBd

Max. 1.5 MBd

Signal delay (optical) Max. 2 μs

LED indicators 4 status functions: light beam status

Power on, RxD, TxD

Data interfaces RS 422 or RS 485 in 2 or 4 line configuration

Profibus, Interbus

Switching inputs Sender off, 24 V, (5 mA)

Switching outputs Light path free, PNP, 24 V, 20 mA max.

Electrical connections 9-pin sub-D female

5-pin round plug

Supply voltage VS With heating 24 V DC + 20%/– 5%

24 V DC ± 20%

Current consumption Max. 0.4 A

With heating max. 2.5 A

Enclosure rating IP 54 to DIN 40 050, 

With plug cover IP 65

Protection class to VDE 0106

EMC vibration test IEC 801/IEC 68-2-6 Test FC

Mounting 4 - M5 running nuts, 4x M5 T-nuts

Ambient temperature Operation 32…104° F (0…40° C)

-36…104° F (-38…40° C) (with heating)

Storage -4…158° F (-20…70° C)

Max. relative humidity 90%, non-condensing

Approximate weight per unit 2.2 lb (1 kg) (excluding accessories)

Housing material Aluminum (treated), glass/plastic lens

-1111 -1121 -1111 -1121

260 260 280 280

Connection diagram and data interfaces

5-pin, M 12 9-pin sub-D female
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DC + 24 V
Switching output1)

“light path free”)
GND/0 V
Switching output1)

“sender off”)
Shield2)

RS 422

RS 485 (4L)

RS 485 (2L)

Profibus-DP
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69

1) PNP 
2) Connected to housing
3) With additional cable connection
4) Potential isolated from voltage

supply 

Profibus

NC NC NC

NC NC NC

R+ R+/T+ B

T+ Reserved Reserved

GND GND GND

+ 5 V + 5 V + 5 V

NC NC NC

R – R –/T– A

T– Reserved Reserved

Data interface
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HighlightsInfrared Data Transmission Sensors

ISD 300 PROFIBUS

Notes

Dimensional drawing

Order information

ISD 300 PROFIBUS, RS 485

0.7...393.7 ft (0.2...120 m)
0.7...656.2 ft (0.2...200 m)

sensing range

DC IR

• PROFIBUS interface

• Removable optics

• Front access control panel 

• Easy one-man setup and alignment

• Up to 1.5 Mbit/s transfer rate

• Signal strength indicator

43
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28 30
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89.3

max. 120

5.5
67

170 190

67
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dimensions in mm

M16 cable gland

Control panel

Sender lens

Center of receiver optical axis

Receiver lens

Signal level display

Function button

LED indicator

1

2
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4

5

6

7

8

AUT
PWR Tx Rx MAN

ADJ

6 7 8

ISD 300-1122 6 024 841

ISD 300-1121 6 024 840

ISD 300-1312 6 028 214

ISD 300-1311 6 028 213

ISD 300-1112 6 024 837

ISD 300-1111 6 024 761

ISD 300-1222 6 024 839

6 024 838ISD 300-1221

ISD 300-1212 6 024 760

6 024 759ISD 300-1211

Type Part no.

A pair of devices with numbers ending

in 1 and 2 are required.

Adjustments

All types

Accessories page

Cables and connectors 1180

Mounting systems 1234

Special Accessories 1314
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Technical data ISD-

COM A COM A’ B’B
COM – COM – +’+

WARN GND VinPE

IN GND VinPE

OUT

Connection type and data interface

Vin L+

GND M

PE Shield

OUT/WARN Q

IN Switch. input

Terminals, general

A, – A wire

B, + B wire

COM Common

A’, –’ A wire

B’, +’ B wire

Terminals, PROFIBUS

Sensing range 0.7…393.7 ft (0.2…120 m)

0.7…656.2 ft (0.2…200 m)

0.7…984.3 ft (0.2…300 m)

Light source Infrared light 

Transmit/receive angle ± 0.5° for optical axis

Light spot diameter 3 ft at 16.4 ft (0.9 m at 50 m)/5.7 ft at 328 ft 

(1.75 m at 100 m)/11.4 ft at 656.2 ft (3.5 m at 200 m)

Data transfer rate 1.5 Mbit/s Profibus RS 485

Signal delay (optical) 1.5 μs + 1 Tbit

LED indicators Power, function mode

data transfer, signal level

Data interface Profibus/RS 485

Switching inputs Sender/receiver off, 0…2 V DC

Sender/receiver on, 18…30 V DC

Switching outputs Normal operation, 0…2 V DC

Contamination alarm, Vin-2 V DC

Electrical connections Terminals

Supply voltage VS 18...30 V DC

Current consumption 200 mA at 24 V DC (without heating)

800 mA at 24 V DC (with heating)

Enclosure rating IP 65

Protection class 1

EMC vibration test EN 61326 (1998) + A1 (1999)

Ambient temperature Operation 41…122° F (5…50° C) 

-22…122° F (-30…50° C) (with heating)

Storage -22…158° F (-30…70° C) 

Max. relative humidity Max. 90%, non-condensing

Approximate weight per unit 42.3 oz (1200 g)

Housing material Aluminum die cast, glass lenses

-1212 -1222 -1112 -1122

300

-1211 -1221 -1111 -1121

-1312

-1311

300 300 300 300
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Sensing range 0.7…656.2 ft (0.2…200 m)

Light source Infrared light 

Transmit/receive angle ± 0.5° for optical axis

Light spot diameter 3 ft at 16.4 ft (0.9 m at 50 m)/5.7 ft at 328 ft 

(1.75 m at 100 m)/11.4 ft at 656.2 ft (3.5 m at 200 m)

Data transfer rate 230.4 kbit/s DH+/RIO

Signal delay (optical) 1.5 μs + 1.5 Tbit

LED indicators Power, function mode,

data transfer, signal level

Data interface DH+/RIO

Switching inputs Sender/receiver off, 0…2 V DC

Sender/receiver on, 18…30 V DC

Switching outputs Normal operation, 0…2 V DC

Contamination alarm, Vin-2 V DC

Electrical connections Terminals

Supply voltage VS 18…30 V DC

Current consumption 200 mA at 24 V DC (without heating)

800 mA at 24 V DC (with heating)

Enclosure rating IP 65

Protection class 1

EMC vibration test EN 61326 (1998) + A1 (1999)

Ambient temperature Operation – 241…122° F (5…50° C) 

-22…122° F (-30…50° C) (with heating)

Storage -22…158° F (-30…70° C)

Max. relative humidity Max. 90%, non-condensing

Weight per unit 42.3 oz (1200 g)

Housing material Aluminum die cast, glass lenses

Technical data ISD-

1 2 1 2 33
82 Ω

WARN GND VinPE

IN GND VinPE

OUT

Vin L+

GND M

PE Shield

OUT/WARN Q

IN Switch. input

Terminals, general

1 Clear/blue

2 Shield

3 Blue/clear

Terminals, DH+/DH–

Connection type and data interface

-4212 -4222

-4211 -4221

300 300
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HighlightsInfrared Data Transmission Sensors

ISD 300 DH+/RIO

Notes

Dimensional drawing

Order information

ISD 300 CANopen/DeviceNet

0.7...656.2 ft (0.2...200 m)

sensing range

DC IR

• CANopen/DeviceNet interface

• Removable optics

• Front access control panel 

• Easy one-man setup and alignment

• Up to 1 MBbit/s transfer rate

• Signal strength indicator

43

10

28 30

18

58

86

89.3

max. 120

5.5
67

170 190

67

4
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10

dimensions in mm

Adjustments

All types

M16 cable gland

Control panel

Sender lens

Center of receiver optical axis

Receiver lens

Signal level display

Function button

LED indicator

1

2

3

4

5

6

7

8

AUT
PWR Tx Rx MAN

ADJ

6 7 8

A pair of devices with numbers ending

in 1 and 2 are required.

ISD 300-5212 6 027 232

6 027 231ISD 300-5211

Type Part no.

Accessories page

Cables and connectors 1180

Mounting systems 1234

Special Accessories 1314
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Sensing range 0.7…656.2 ft (0.2…200 m)

Light source Infrared light

Transmit/receive angle ± 0.5° for optical axis

Light spot diameter 3 ft at 16.4 ft (0.9 m at 50 m)/5.7 ft at 328 ft 

(1.75 m at 100 m)/11.4 ft at 656.2 ft (3.5 m at 200 m)

Data transfer rate Max. 500 kbit/s DeviceNet

Max. 1 MBit/s CANopen

LED indicators Power, function mode,

data transfer, signal level

Data interface CANopen/DeviceNet

Switching inputs Sender/receiver off, 0…2 V DC

Sender/receiver on, 18…30 V DC

Switching outputs Normal operation, 0…2 V DC

Contamination alarm, Vin-2 V DC

Electrical connections Terminals

Supply voltage VS 18…30 V DC

Current consumption 200 mA at 24 V DC

Enclosure rating IP 65

Protection class 1

EMC vibration test EN 61326 (1998) + A1 (1999)

Ambient temperature Operation – 223…122° F (-5…50° C) 

Storage -22…158° F (-30…70° C)

Max. relative humidity Max. 90%, non-condensing

Weight per unit 42.3 oz (1200 g)

Housing material Aluminum die cast, glass lenses

Technical data ISD-

Connection type and data interface

300 300

-5211 -5212

GN
D

VinPE

IN PE GN
D

Vin

WA
RNOU
T

V+ V-DR
AIN

CA
N_

L

CA
N_

H

Terminals, general Terminals, CANopen/DeviceNet

Switch.inputIN

QOUT/WARN
ShieldPE

MGND

L+Vin

V+

CAN_H

DRAIN

CAN_L

V-

Pos. supply

Bus signal (HIGH)

Shield

Bus signal (LOW)

Neg. supply (CAN ground reference)
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HighlightsInfrared Data Transmission Sensors

ISD 300 Ethernet

Notes

Dimensional drawing

Order information

ISD 300 Ethernet

0.7...656.2 ft (0.2...200 m)

sensing range

DC IR

• Ethernet interface

• Control panel front access

• Easy one-man setup

• Up to 2 MBit/s transfer rate

• Protocol-independent

• RJ 45 plug connection

• Integrated 3-point bracket

10

43

10

28 (30)

(48)

58

86

89.25

111.8

5
.56

7

1
0

1
7

0

1
9

0

1
9

6
.5

6
7

4

3

1

2

5

dimensions in mm

Adjustments

All types

M16 

Control panel

Sender lens

Center of optical axis

Receiver lens

Signal level display

Function button

LED indicator

1

2

3

4

5

6

7

8

AUT
PWR LINK Rx/Tx

100 FDX BUF

MAN
ADJ

6 7 8

A pair of devices with numbers ending

in 1 and 2 are required.

ISD 300-6212 6 028 693

6 028 692ISD 300-6211

Type Part no.

Accessories page

Cables and connectors 1180

Mounting systems 1234

Special Accessories 1314
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Function

Autonegotiation active (default)

Autonegotiation deactivated

100 MBit

10 MBit (default)

Full duplex

Half duplex (default)

Reserved

Reserved (default)

Switch

S2.1

S2.2

S2.3

S2.4

X1

Position

OFF

ON

OFF

ON

OFF

ON

OFF

ON

Socket

Terminals, general

PE Shield

MGND

IN switch, input

QOUT/WARN

Vin L+

Sensing range 0.7…656.2 ft (0.2…200 m)

Light source Infrared light

Transmit/receive angle ± 0.5° for optical axis

Light spot diameter 3 ft at 16.4 ft (0.9 m at 50 m)/5.7 ft at 328 ft 

(1.75 m at 100 m)/11.4 ft at 656.2 ft (3.5 m at 200 m)

Data transfer rate Max. 2 MBit/s 

LED indicators Power, function mode,

data transfer, signal level

Data interface Ethernet

Switching inputs Sender/receiver off, 0…2 V DC

Sender/receiver on, 18…30 V DC

Switching outputs Normal operation, 0…2 V DC

Contamination alarm, Vin-2 V DC

Electrical connections Terminals

Supply voltage VS 18…30 V DC

Current consumption 200 mA at 24 V DC

Enclosure rating IP 65

Protection class 1

EMC vibration test EN 61326 (1998) + A1 (1999)

Ambient temperature Operation – 223…122° F (-5. . .50° C) 

Storage -22…158° F (-30. . .70° C)

Max. relative humidity Max. 90%, non-condensing

Weight per unit 42.3 oz (1200 g)

Housing material Aluminum die cast, front screen: glass

Technical data ISD-

Socket for 10Base-T or 100Base-TX
Function

Connection type and data interface

300 300

-6211 -6212

GN
D

VinPE

IN GN
D

VinPE

WA
RN

OU
T

X1

S2


