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Cables and Connectors
Selection Table for Connector and Cable

Type Part no. Description Page
SENSICK round connector, M16 x 0.75 mm for DME

Female connector, M16, straight, shielded, terminal screwed 6 025 726 DOS-1608-GA 1210
Female connector, M16, angled, shielded, terminal screwed 6 025 727 DOS-1608-WA 1210
Female connector, part no. 6 025 726, cable 5 m, PVC, shielded 2 026 742 DOL-1608-G05MA 1210
Female connector, part no. 6 025 726, cable 10 m, PVC, shielded 2 027 193 DOL-1608-G10MA 1210
Female connector, part no. 6 025 727, cable 5 m, PVC, shielded 2 026 743 DOL-1608-W05MA 1210
Female connector, part no. 6 025 727, cable 10 m, PVC, shielded 2 027 194 DOL-1608-W10MA 1210

SENSICK round connectors, M16 x 0.75 mm, 12-pin for DME 1210

SENSICK PROFIBUS-connector for DME

PROFIBUS-receptacle adapter (extension cable) with connector (female connector M16, male/female connector M12), cable 0.2 m 2 021 463 PR-ADPT-DME 1212
PROFIBUS-terminal resistor, male connector, M12, 4-pin, straight, B-coding 6 021 156 PR-STE-END 1212
PROFIBUS-female connector, M12, 5-pin, straight, shielded, B-coding 6 021 353 PR-DOS-1205-G 1212
PROFIBUS-male connector, M12, 5-pin, straight, shielded, B-coding 6 021 354 PR-STE-1205-G 1212
PROFIBUS-female connector,  M12, 5-pin, straight, shielded, B-coding, with PROFIBUS cable 5 m 6 026 006 DOL-12PR-G05M 1212
PROFIBUS-female connector,  M12, 5-pin, straight, shielded, B-coding, with PROFIBUS cable 10 m 6 026 008 DOL-12PR-G10M 1212
PROFIBUS-male connector,  M12, 5-pin, straight, shielded, B-coding, with PROFIBUS cable 5 m 6 026 005 STL-12PR-G05M 1212
PROFIBUS-male connector,  M12, 5-pin, straight, shielded, B-coding, with PROFIBUS cable 10 m 6 026 007 STL-12PR-G10M 1212

SENSICK DeviceNet-connector for DME 5000

Female connector, M12, 5-pin, straight, shielded, 360° shield on locking nut, terminal screwed 6 027 534 DOS-1205-GA 1214
Male connector, M12, 5-pin, straight, shielded, 360° shield on locking nut, terminal screwed 6 027 533 STE-1205-GA 1214
DeviceNet-female connector, M12, 5-pin, straight, cable 6 m, dropcable 6 028 326 DOL-1205-G06MK 1214
DeviceNet-extension cable 6 m, female connector M12, 5-pin, straight, male connector M12, 5-pin, straight, dropcable 6 028 327 DSL-1205-G06MK 1214
DeviceNet-T-junction female connector M12, 5-pin, male/female connector 7/8 in, 5-pin 6 028 330 SDO-02D78-SF 1214
DeviceNet-terminal resistor, female connector 7/8 in, 5-pin, straight 6 028 329 DOS-7805-GKEND 1214
DeviceNet-female connector, 7/8 in 5-pin, straight, PG16, terminal screwed 6 028 331 DOS-7805-GK 1214
DeviceNet-male connector, 7/8 in 5-pin, straight, PG16, terminal screwed 6 028 332 STE-7805-GK 1214

SENSICK Hiperface connectors for DME 1216

SENSICK Ethernet Interface connectors 1218

SENSICK round connector M18 x 1 mm, 4-pin

Female connector, M18, straight, terminal screwed 6 009 436 DOS-1804-G 1220
Female connector, M18, angled, terminal screwed 6 009 437 DOS-1804-W 1220

SENSICK round connector R16 (M24), 6-pin + PE

Male connector, straight, terminal screwed 6 004 193 STE-2606-G 1220
Female connector, straight, terminal screwed 6 004 194 DOS-2606-G 1220

SENSICK rectangular connector, DIN 43650, type A, 3-pin + PE

Female connector, angled, terminal screwed 6 005 698 DOS-0303-W 1222

SENSICK rectangular connector, DIN 43652, 7-pin + PE

Female connector, angled, terminal screwed 2 007 901 DOS-2707-W 1222
Female connector, part no. 2 007 901 with cable 2 m, PVC 2 006 545 DOL-2706-02M 1222
Female connector, part no. 2 007 901 with cable 6 m, PVC 2 006 860 DOL-2706-06M 1222
Female connector, part no. 2 007 901 with cable 10 m, PVC 2 007 595 DOL-2706-10M 1222

SENSICK rectangular connector Q6, 6-pin, DC-coding

Female connector, angled, terminal screwed 6 006 710 DOS-1306-W 1224
Female connector, part no. 6 006 710 with cable 2 m, PVC 6 030 217 DOL-1306-02M 1224
Female connector, part no. 6 006 710 with cable 3 m, PVC 6 030 218 DOL-1306-03M 1224
Female connector, part no. 6 006 710 with cable 5.5 m, PVC 6 030 219 DOL-1306-05M5 1224
Female connector, part no. 6 006 710 with cable 10 m, PVC 6 030 220 DOL-1306-10M 1224

SENSICK rectangular connector Q6, 6-pin, AC-/UC-coding

Female connector, angled, terminal screwed 6 006 685 DOS-1406-W 1224
Female connector, part no. 6 006 685 with cable 2 m, PVC 6 030 221 DOL-1406-02M 1224
Female connector, part no. 6 006 685 with cable 3 m, PVC 6 030 222 DOL-1406-03M 1224
Female connector, part no. 6 006 685 with cable 5.5 m, PVC 6 030 223 DOL-1406-05M5 1224
Female connector, part no. 6 006 685 with cable 10 m, PVC 6 030 224 DOL-1406-10M 1224
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Cables and Connectors
Selection Table for Connector and Cable

Type Part no. Description Page
SENSICK rectangular connector Q7, 7-pin, DC-coding

Female connector, angled, terminal screwed 6 006 823 DOS-2107-W 1224
Female connector, part no. 6 006 823 with cable 2 m 7 020 484 KP-Q04502-2 1224
Female connector, part no. 6 006 823 with cable 2 m 7 020 242 KP-Q04502-3 1224

SENSICK rectangular connector Q7, 7-pin, AC-coding

Female connector, angled, terminal screwed 6 006 821 DOS-2207-W 1224
Female connector, part no. 6 006 821 with cable 2 m 7 020 485 KP-Q03501-2 1224

SENSICK cable for parameterize (MLG), M8 x 1 mm, SUB D9

Extension cable 2 m, female connector: M8, 4-pin, straight 2 023 695 DSL-8D04-G02M

SENSICK special connector for WLL 190 T

Cable 2 m, (Master, 3 active pins) 6 026 578 DOL-LL1903-02M 1226
Cable 5 m, (Master, 3 active pins) 6 028 379 DOL-LL1903-05M 1226
Cable 2 m, (Slave, 1 active pin) 6 026 579 DOL-LL1901-02M 1226
Cable 5 m, (Slave, 1 active pin) 6 028 380 DOL-LL1901-05M 1226
SENSICK round connector MICRO, AC-coding

Female connector, straight, 3-pin, cable 2 m 7 023 593 KA23-SIF22 1228
Female connector, right-angled, 3-pin, cable 2 m 7 023 594 KA23-RIF22 1228
Female connector, striaght, 4-pin, cable 2 m 7 023 591 KA24-SIF22 1228
Female connector, right-angled, 4-pin, cable 2 m 7 023 592 KA24-RIF22 1228
Female connector, straight, 5-pin, cable 2 m 7 020 014 KA25-SIF22 1228
Female connector, straight, 5-pin, cable 2 m 7 020 024 KA25-SIF25 1228
Female connector, right-angled, 5-pin, cable 2 m 7 020 016 KA25-RIF22 1228
Female connector, right angled, 5-pin, cable 5 m 7 020 026 KA25-RIF25 1228

SENSICK round connector MINI, AC-coding

Female connector, straight, 3-pin, cable 2 m 7 021 941 KA13-SYF86F 1230
Female connector, straight, 4-pin, cable 2 m 7 023 595 KA14-SGF82 1230
Female connector, right-angled, 4-pin, cable 2 m 7 023 596 KA14-RGF82 1230
Female connector, straight, 4-pin, cable 5 m 7 023 788 KA14-SGF85 1230
Female connector, right-angled, 4-pin, cable 5 m 7 023 789 KA14-RGF85 1230
Female connector, straight, 5-pin, cable 7 023 284 RA15-SF8 1230
Female connector, straight, 5-pin, cable 2 m 7 023 786 KA15-SGF82 1230
Female connector, straight, 5-pin, cable 5 m 7 023 788 KA15-SGF85 1230
Female connector, right-angled, 5-pin, cable 2 m 7 023 787 KA15-RGF82 1230
Female connector, right-angled, 5-pin, cable 5 m 7 023 789 KA15-FGF85 1230
Female connector, straight, 5-pin, cable 2 m 7 020 015 KA15-SDF82 1230
Female connector, straight, 5-pin, cable 5 m 7 020 025 KA15-SDF85 1230
Female connector, right-angle automotive, 5-pin, cable 1 m 7 020 095 KA15-RDF81 1230
Female connector, right-angle automotive, 5-pin, cable 2 m 7 020 017 KA15-RDF82 1230
Female connector, right-angle automotive, 5-pin, cable 5 m 7 020 027 KA15-RDF85 1230

ZoneControl Cables 1232
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HighlightsRound Connectors

M8, M12 Dimensional drawings

M8, M12

• Terminal screwed

• IP 67 enclosure rating (only in fully
locked position with its plugs)

• Good resistance to oil and
chemicals

• Housing material PA

• Locking nut V4A
(only DOS-...N, STE-...N)
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Technical data

Nominal voltage Ub 60 V AC/75 V DC (M8-connector)

125 V AC/150 V DC (M12 4-pin-connector)

30 V AC/36 V DC (M12, 5-pin-connector)

Nominal power 4 A

Test voltage 1.5 kV eff./60 s. (M8-connector)

1.25 kV eff./60 s. (M12, 4-pin-connector)

1.0 kV eff./60 s. (M12, 5-pin-connector)

Insulation group C acc. VDE O110

Insulation resistance > 109  

Max. wire section Max. 0.5 mm2 (M8-connector)

Max. 0.75 mm2 (M12-connector)

Temperature range -13...+194° F  (–25...+90° C)

Enclosure rating IP 67 1)

Locking nut CuZn, brass nickeled

V4A (1.4404) (DOS-12...N, STE-12...N)

Housing PA, black (self-extinguishing)

1) Only in fully locked position with its plugs

Order information

Type Part no.

7 902 077

7 902 078

6 009 974

6 009 975

straight

straight

straight

straight

Locking nut

CuZn

CuZn

CuZn

CuZn

Cable Ø (mm)

3.5...5.0

3.5...5.0

3.5...5.0

3.5...5.0

Contacts

3

3

4

4

Round connectors M8 terminal screwed

DOS-0803-G

DOS-0803-W

DOS-0804-G

DOS-0804-W

Description

Female connector

Female connector

Female connector

Female connector

Type Part no.

6 007 302

6 007 303

6 009 932

6 022 084

straight

angled

straight

angled

Locking nut

CuZn

CuZn

CuZn

CuZn

Cable Ø (mm)

3.5...6.5

3.5...6.5

3.5...6.5

3.5...6.5

Contacts

4

4

4

4

Round connectors M8 terminal screwed

DOS-1204-G

DOS-1204-W

STE-1204-G

STE-1204-W

Description

Female connector

Female connector

Female connector

Female connector

6 028 357 straight V4A 3.5...6.54DOS-1204-GN Female connector

6 028 358 angled V4A 3.5...6.54DOS-1204-WN Female connector

6 028 359 straight V4A 3.5...6.54STE-1204-GN Female connector

6 028 360 straight V4A 3.5...6.5 (2 x)4STE-1204-WN Female connector

6 009 719 straight CuZn 3.5...6.55DOS-1205-G Female connector

6 009 720 angled CuZn 3.5...6.55DOS-1205-W Female connector
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HighlightsRound Connectors

Connecting cables, PVC Dimensional drawings

Connecting Cables, PVC

• Gold-plated pins

• Self locking threaded

• Conditional resistance to chemicals
and oils

• Ideal for use in assembly, packaging
and production lines

• IP 68 (M12)/IP 67 (M8) enclosure
rating (only in fully locked position
with its plugs)
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